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Installation Sheet

English Revision D, 10/12/18

This instruction sheet is for use by an authorized service technician to install a Dometic furnace. Should you require further information,
contact your dealer or nearest Dometic Service Center.

Follow this installation instruction to insure safe operation of the furnace. Failure to install furnace according to this installation instruction
nullifies the furnace warranty.

A WARNING Cuta19-1/" X 9-7/8" hole as shown. A wood or metal frame around
. . P opening to secure mounting bracket to must be provided. Note: Corners
Avoid possible injury or death on outer skin and frame work must have a radius or a 45° chamfer cut to
. . . . . allow Recess Pan to fit correctly or water damage will occur.
ImProper installation, ~adjustment, alteration, sel:VIOCe or 1.  Locate and secure mounting brackets to frame work position the bracket
maintenance can cause property damage, personal injury or 5/16" back from outside wall and secure through holes provided.
loss of life. Refer to the installation instructions and/or owners 2.  Place the furnace inside the cutout and connect the gas and electrical and
manual provided with this appliance. Installation and service duct work.
must be performed by a qualified installer, service agency or 3. Apply calking to the back flange of the recess pan and the mounting bezel
the gas supplier. parts. Insert the mounting bezel into the recess pan and position both over
the furnace by inserting the six (6) tabs through the slots into the mounting
bezel.
TO THE INSTALLER: LEAVE THIS MANUAL WITH THE 4. Bend t.he casing tabs to the outside and align the tgp three ho.les.with
APPLIANCE holes in the casing bezel: Make sure that the door is square with in the
. recess pan and secure with twelve (12) screws.
TO THE CONSUMER: RETAIN THIS MANUAL FOR FUTURE 5. Afterdoorassembly has been completed secure the furnace legs to the
REFERENCE. flooring inside the coach.

Refer to Installation Manual for more information if needed.
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