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NORTH AMERICAN ADDRESS INFORMATION

USA & CANADA

Service Office
Dometic Corporation
1120 North Main Street
Elkhart, IN 46514

Service Center & Dealer Locations 

Visit: www.dometic.com

Read these instructions carefully. These instructions MUST stay with this product.
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1	 EXPLANATION OF SYMBOLS AND SAFETY INSTRUCTIONS

1.1	 Recognize Safety Information
�� This is the safety alert symbol. It is used to alert you to potential physical injury hazards. Obey all safety 
messages that follow this symbol to avoid possible injury or death.

1.2	 Understand Signal Words

A signal word will identify safety messages and property damage messages, and will indicate the degree or level 
of hazard seriousness.

�� indicates a hazardous situation that, if not avoided, could result in death or serious injury.

		 indicates a hazardous situation that, if not avoided, could result in minor or moderate injury.



 is used to address practices not related to physical injury.

II indicates additional information that is not related to physical injury.

1.3	 Supplemental Directives
�� Read and follow all safety information and instructions to avoid possible injury or death. 
Read and understand these instructions before installation  of this product. 
Incorrect installation of this product can lead to serious injury. 
The installation must comply with all applicable local or national codes, including the latest edition of the 
following standards:

U.S.A.
•	 ANSI/NFPA70, National Electrical Code (NEC)

•	 ANSI/NFPA 1192, Recreational Vehicles Code

Canada
•	 CSA C22.1, Parts l & ll, Canadian Electrical Code

•	 CSA Z240 RV Series, Recreational Vehicles
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2	 GENERAL INFORMATION

Included Parts Quantity

Mojave Steel Door 1

Bezel 1

Vent Assembly (with 4 screws) 1

Tab Adapters 2

Exhaust Vent Extension 1

Recommended Hardware and Tools

(6) #18 x 1/2" type AB or #18 x 1/2" self-drilling 
screws

Electric drill

(2) Vise grips or small clamps

Phillips head screwdriver

0.156 drill bit (if using #18 x 1/2" type AB screws)

Silicone Sealant or Butyl tape

3	 INTENDED USE
This service manual is intended for use by OEM installers and dealer technicians. It is not intended for use by RV 
owners, or those unfamiliar with the workings of furnaces used in the RV industry.

Manual users are assumed to have a basic understanding of RV HVAC best practices and experience in the 
proper use of the tools and materials related to installing, operating, maintaining, and servicing of HVAC 
equipment used in the RV industry. 

This door should be installed only by certified (or professional) installers.

These service instructions describe how to retrofit the existing V1–V4 plastic door on the AF Series Furnaces 
with the Mojave steel door. This retrofit applies only to models with standard-mount doors in either horizontal or 
vertical orientation. Use only Dometic parts and components, which are specifically approved for use with this 
furnace. When ordering the kits, specify the furnace model number and quantities you need.

This manual has safety information and instructions to help you eliminate or reduce the risk of accidents  
and injuries. The manufacturer accepts no liability for damage in the following cases:
•	 Faulty assembly or connection.
•	 Damage to the product resulting from mechanical influences and excess voltage.
•	 Alterations to the product without express permission from the manufacturer.
•	 Use for purposes other than those described in the operating manual.

Dometic Corporation reserves the right to modify appearances and specifications without notice.

4	 INSTALLATION
�� ELECTRICAL SHOCK, FIRE HAZARD, CARBON MONOXIDE HAZARD: Follow the instructions 

below to avoid an electrical shock, gas explosion, or carbon monoxide poisoning. Failure to do so could result in 
serious injury or death:
•	 Use only Dometic replacement parts and components, which are specifically approved for use with this 

furnace.
•	 Turn off the electrical power leading to the furnace prior to servicing.
•	 Disconnect the gas supply leading to the furnace prior to servicing.



4EN

Furnaces	

4.1	 Removing the furnace door, bezel, and sliding out the furnace

1 Furnace

Bezel

RV Wall

Plastic Door

Exhaust Vent 
Extension (old)

➤➤ Disconnect all power to the furnace.
➤➤ Disconnect the gas supply line, electrical wires, 

floor ducting, or any other ducting that may 
interfere with sliding out the unit.

➤➤ Disconnect the exhaust vent extension from the 
furnace and the plastic door of the unit.

➤➤ Remove the existing exhaust vent extension, door, 
and bezel as shown.

2

Furnace

3"

RV Wall

➤➤ Disconnect the mounting brackets securing the 
furnace to the floor of the RV.

➤➤ Slide the furnace about 3" out through the cutout 
in the side of the RV.

4.2	 Attaching tab adapters

3

Tab Adapter

Furnace 
Casing

Drill

➤➤ Using two clamps or similar tools, hold the tab 
adapter flush with the bottom edge of the furnace.

➤➤ Using the adapter as a guide, drill three holes 
(0.156") in the casing from underneath the unit.

➤➤ Apply a small amount of silicone sealant to the 
slotted hole on the combustion side of the 
furnace, to prevent water leaking into the RV.

4

Sealant

Clamp

Tab Adapter

➤➤ Attach the tab adapter to the underside of the unit, 
using three installer-supplied screws  
(#18 x 1/2" type AB or #18 x 1/2" self-drilling 
screws).

➤➤ Repeat the steps above, attaching the adapter to 
the top of the casing.
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4.3	 Re-installing the furnace

5

Bezel

Tab

➤➤ Place the new supplied bezel on the unit, carefully 
sliding the six adapter tabs through the openings 
in the bezel. 

II Do not bend the adapter tabs into place at this 
time.

➤➤ Test the fit of the unit and bezel by sliding the unit 
back into place. Make any necessary position 
adjustments to ensure a good fit. Ensure the unit is 
flush with the bezel.

6

(Rear View)

Sealant

Bezel

Foam Strip

➤➤ Remove the bezel and apply RTV sealant or butyl 
tape to the entire flange of the bezel. 

II The foam strip on the back of the bezel may be 
somewhat stiff, but will compress over time.

7

Bezel

Tab

➤➤ Place the bezel over the tabs and flush with the 
front edge of the casing. Be sure the edge of the 
bezel marked “TOP” faces the top of the casing. 
Bend the casing tabs over the bezel.

➤➤ Push the Furnace and bezel against the side wall. 
Secure the bezel using six #6 or #8-18 Pan Head 
Type A screws (not provided) placed through the 
bent tabs, bezel, and into the RV wall. 

➤➤ Place six more screws (three per side) to the left 
and right side of the bezel. The bezel MUST fit 
tightly against the wall. Remove excess sealant.

II Do not deform the bezel during placement. 
The bezel must fit tightly to maintain an airtight 
seal. 

8

Vent Cap

Exhaust Vent 
Extension

Door

➤➤ Align the door with the bezel.
➤➤ Secure the door using four #6-19x1/2” thread-

forming screws for plastic (not provided), or a #6 
screw long enough to engage into the RV sidewall. 
Place the screws through the door and into the 
bezel bosses.

➤➤ Insert the vent assembly (provided) through the 
hole in the door, making sure the vent assembly 
goes into the chamber tube. Secure the exhaust 
vent assembly to the door using four stainless steel 
exhaust screws (provided with the door).

➤➤ Secure the furnace to the floor of the RV using the 
mounting brackets.

II Do not attempt to use the old exhaust vent 
extension.

➤➤ Reconnect the gas supply line, electrical wires, floor ducting, or any other ducting that was disconnected 
during the bezel replacement process.
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�� SHOCK/EXPLOSION/CARBON MONOXIDE HAZARD: Turn on the gas supply only after using 
a commercially available soap solution made specifically for the detection of gas leaks at all connections. Never 
use an open flame to check for gas leaks. Failure to follow this instruction could result in serious injury or death.

5	 DISPOSAL

MM
Place the packaging material in the appropriate recycling waste bins, whenever possible. Consult a local 
recycling center or specialist dealer for details about how to dispose of the product in accordance with all 
applicable national and local regulations.


