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INFORMATION NOTICE
REPLACEMENT OF BURNER TUBES

ATWOOD SEALED BURNER COOKING APPLIANCES

11/21/07

INSPECTION AND REPLACEMENT INSTRUCTIONS
FOR BURNER TUBES

This recall program applies to Atwood Sealed Burner Cooking Appliances manufactured between December 3, 2006 and 
April 6, 2007 with a model number beginning with 'R-A33' or 'C-A33'.

Verify the manufacture date of the range or slide-in cooktop by looking down through the slotted vents on the back of the
range top. DO NOT REMOVE THE RANGE TOP TO READ THE MANUFACTURE DATE. If there is a green dot label affixed to the burner
box near the manufacture date, the burner tubes on this unit have already been replaced. Fill out and return the repair
verification form as instructed.

If there is no green dot label, and your manufacture date and model falls within the scope of this notice, have a qualified
technician perform the following instructions:

REMOVE TOP:
1. Remove top by pushing with thumb and

palm on back ridge of top to slide top
back.

2. With top still slid back, lift up on front
corner to reveal burner box and
burner tubes. Disconnect spark wires
from burners if necessary.

REMOVE BURNER TUBES:
1. Remove and discard the three burner seals.

2. Disconnect left rear burner tube by pushing the rear spring clip
back and pivot burner tube flanged collar away from rear spring
clip.

3. Disconnect front of left burner tube by pulling wire clip away from
burner tube and slide burner tube off of burner valve orifice.

4. Retain rear spring clip, front wire clip, and black plastic bushing
on burner valve orifice all in original positions.

5. Repeat steps 2 - 4 to remove right and center burner tubes.

6. DO NOT DISCARD OLD BURNER TUBES, they must be returned
to Atwood. Follow the procedure in your letter.

INSTALL NEW BURNER TUBES:
1. Install front of left burner tube over black plastic bushing on

burner valve orifice. Pull tube towards you until spring clip snaps
into square opening in burner tube.

2. Slide burner tube back and forth to verify the front wire spring clip
retains burner tube on burner valve.

3. Push rear spring clip back and pivot flanged collar on left burner
tube into slot in rear spring clip.

4. Repeat steps 1 - 3 for center and right burner tube installation.

5. Install three new burner seals, one per burner.

REINSTALL RANGE TOP:
1. Place the top on the range with the tabs on the spring 

clips in the slots on the top (b).

2. Attach spark wires to burners (a), routing the wires away from the
center of the burners.

3. Burner tube gaskets must be in place (c).

4. Rotate the top downward to insure all three-burner tubes fit up
into the burner caps (c). Using a side-to-side motion when
rotating the top down may make this easier.

5. Once the tubes are up into the burner cap, push backwards on
the top until the bracket(s) on the front of the top fits into the
control panel.

6. Check each burner for proper lighting to ensure that the burner
tube has been inserted into the burner head.
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� CAUTION
ONLY A QUALIFIED TECHNICIAN 
MUST REPLACE BURNER TUBES
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