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1	 Explanation of Symbols and 
Safety Instructions
This manual has safety information and instructions to 
help you eliminate or reduce the risk of accidents  
and injuries.

1.1	 Recognize Safety Information
��
This is the safety alert symbol. It is used to alert 
you to potential physical injury hazards. Obey all 
safety messages that follow this symbol to avoid 
possible injury or death.

1.2	 Understand Signal Words
A signal word will identify safety messages and property 
damage messages, and it will indicate the degree or 
level of hazard seriousness.

��
WARNING
This indicates a hazardous situation that, if not 
avoided, could result in death or serious injury.

2	 Removal
��
WARNING: ELECTRICAL SHOCK, FIRE, AND/
OR EXPLOSION HAZARD.
Turn off the gas and electrical supplies before 
removal. Failure to obey this warning could result in 
death or serious injury. 

The procedure described in this document can be used 
to replace the cooktop or the gas system.

IIThe images used in this document are for reference 
purposes only. Components and locations may vary 
according to specific range or slide-in models.

2.1	 Removing the Mounting Screws

1	 Removing the Mounting Screws 

1.	 Open the oven door.

2.	 Remove the two mounting screws from the front of 
the cooktop in the locations shown. 
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2.2	 Disconnecting the Gas Supply

2	 Disconnecting the Gas Supply

1.	 Slide the cooktop forward so that the rear of the unit 
is accessible.

2.	 Remove the screw and clamp for the gas flex line on 
the rear of the unit.

2.3	 Removing the Oven Burner 
Assembly

3	 Removing the Oven Burner Assembly

1.	 Remove the screw securing the oven burner assembly 
to the rear of the unit.

2.	 Remove the oven burner assembly.

2.4	 Removing the Burner Heads

4	 Removing the Burner Heads

1.	 Remove the screws (two per burner head) securing 
the burner heads to the bottom of the cooktop.

2.	 Remove the burner heads from the top of the 
cooktop.
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2.5	 Removing the Gas Assembly

5	 Removing the Gas Assembly

1.	 Remove the lock nuts (one per burner valve) securing 
the burner valves to the bottom of the cooktop.

2.	 Remove the two screws securing the manifold tube to 
the bottom of the cooktop.

3.	 Remove the gas assembly from the cooktop. 

II If the cooktop requires replacement, it can be 
removed at this time.

3	 Installation
1.	 To install the new gas assembly or cooktop, 

complete the process described in section 2 in 
reverse order.

IIThe BTU ratings for the burners are location-
specific. Ensure that the burners are oriented 
correctly during installation:

–– Rear Burners: 6,500 BTU. The orifice is stamped 
with .76 on the top.

–– Front Burner: 9,000 BTU. The orifice is stamped 
with 1.00 on the top.

��
WARNING: FIRE AND EXPLOSION HAZARD. 
Use extreme caution when performing leak tests 
with an open flame. Failure to obey this warning 
could result in death or serious injury.

2.	 Leak check all fittings with 10 in. water column 
pressure, and pass a small flame over each joint to 
check for burning gas coming from the joint.


