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INSTALLATION/OPERATION

For Installation of: A&E Automatic Cradle Sup-
port Tension Rafter Adaptor
APPLICATION:
The Adaptor allows use of the Optima Tension Rafterwith the
A&E Automatic Cradle Support which works on any auto-
matic roll-up type awning that uses a roller tube.

Important: Read and understand the entire installa-
tion procedure for the adaptor, the cradle support and
the Optima rafter before starting installation.

Note: The Dometic Corporation assumes no liability for
damages orinjuries resulting frominstallation or operation of
this product.

The Dometic Corporation reserves the rightto modify appear-
ances and specifications without notice.

INSTALLATION

Once the awning is centered and screwed to the coach
awningrail perthe awning Installation Instructions, mountthe
Automatic Cradle per its instructions.

A. Installthe boltand spacersto the cradle bracketwith the
1/4" push-nut. Install the lock nut onto the cap screw so
one thread protrudes. (FIG. 1)
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B. Rolloutthe awning.

C. Attach the hook to the end of the tension rafter with the
cap screw and nut supplied with the Optima. Install the
plastic plugs. (FIG. 2)
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D. Hook the center rafter over the bolt installed in the
automatic support. Position the rafter square to the
coach wall with its end extended to the roller tube. Mark
the tube drill location 1.25" below the fabric, centered
on the rafter assembly. Center-punch, drilland de-burr
one 5/16" hole on the mark, (Optima Instructions, Item
7.) (FIG. 3)
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E. Operate the rafter per the following instructions.

OPERATION

A. Hook the rafter end over the cradle support bolt
(FIG. 4).
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B. Operate per Items 3—16 of the Optima Instructions.

C. Lift the rafter off the cradle support bolt and stow in a
luggage compartment with the awning pull rod.
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