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A. GENERAL INSTRUCTIONS
AND OPERATION

1. The refrigerator must be connected to 120 volts AC
(VAC) before the ice maker can operate. The water
valve supplying the refrigerator must be turned on, and
the ice level bail arm in the fully down position. See
Figure 1).

2. On absorption driven Icemaker models, the refrigera-
tor thermostat setting will directly influence the Ice yield
of the unit.  When operating the refrigerator thermostat
control at a Mid or Lower setting, the thermostat should
be placed to a higher setting during expected Icemaker
production or demand.  When not requiring high
Icemaking yields, the refrigerator should be positioned
back to a normal operating setting.

3. When the ice maker thermostat senses the preset
temperature for the ejection of the ice cubes, the
fingers will start to rotate, dumping any ice cubes and
filling the mold with water. When the storage container
is full, the bail arm will come in contact with the ice
cubes. The bail arm cannot return to the full down
position and the ice production is stopped until the bin
is emptied, or ice cubes are removed.

4. To prevent water from splashing out of the mold
assembly when recreation vehicle is moving, raise the
bail arm to the full "UP" position about 1-1/2 hours
before departing. This will allow the water in the mold
to freeze.

5. Due to the continued influx of water to the Icemaker
Mechanism and Freezer compartment, frost formation
will naturally be accelerated in any Absorption Icemaker
model.  A frost accumulation of approximately 1/2 inch
or thicker accumulation will begin to impede the cool-
ing and Icemaking production of the unit.  A simple
defrost operation may be required to resume normal
Icemaker production.

B. WATER SUPPLY
The water supply system must have a minimum pressure
of 15 pounds per square inch gauge (psig). A  1/4" diameter
water line to the water valve should be used at the rear of
the refrigerator. The water line must have a manual shutoff
valve placed where it is easily accessible.

C. HOW TO ADJUST SIZE OF CUBES
NOTE: IF THE ICE MAKER WAS CLEANED AND
DRAINED, NO ICE CUBES WILL BE DUMPED INTO THE
BIN DURING THE FIRST CYCLE .
1. The first few cycles may have small cubes due to air

trapped in the water lines. The first container of ice
cubes should be dumped if the water system has been
winterized or not used for several weeks.

2. Once the ice maker has run through several cycles
and the cubes are too small or sticking together,
adjustment is necessary on the amount of water
entering the mold.

3. Remove the protective cover from the ice maker
mechanism. See Figure 2.

4. Locate the adjusting screw under the protective cover.
Turn the screw counterclockwise to increase the size
of cubes. Turn the screw clockwise to decrease the
cube size or if the mold is overfilling, and the cubes are
stuck together.

DO NOT turn the adjustment screw more than one revolu-
tion at a time. Allow the ice maker to cycle several times
before another adjustment is made. Be sure to replace the
protective cover on the cycle after the adjustments are
complete.
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D. HOW TO DRAIN THE ICE MAKER
1. If the RV is left unheated during the winter or put into

storage, drain and dry the ice maker to prevent dam-
age from freezing of water lines and valve. This will also
prevent water from becoming stale and producing bad
tasting ice.

2. Close the shutoff valve in the water supply line to the
ice maker. See Figure 3.

3. Place a shallow pan under the water solenoid valve.

4. The inlet fitting should be removed from the water
solenoid valve. Drain water from the supply line. See
Figure 3.

5. Remove the plastic nut and water line from the outlet
side of the water solenoid valve. Drain water from line.
See Figure 3.

6. Cycle the ice maker several times while blowing com-
pressed air through the water solenoid valve. Be sure
all of the water is out of the solenoid valve. See Figure
3.

NOTE: UP TO 40 PSIG AIR PRESSURE CAN BE USED
TO CLEAR THE SOLENOID VALVE.

7. Reconnect the water lines on the water solenoid valve.
Leave the water supply turned off. See Figure 3.

8. Dry out the ice maker mold assembly with a soft cloth.
Place bail arm in the UP/OFF position.

E. WINTER OPERATION
1. If you plan to continue the use of the RV in tempera-

tures below 32 degrees F. (0 degrees C.) without the
use of a heat strip/tape (on the refrigerator water
solenoid valve and its outlet tube), the ice maker
should be drained to prevent component damage and
leaks. Follow the instructions in Step "D. How to Drain
the Ice Maker" .

2. The Dometic Corporation has available a heat kit that
can be installed on the water solenoid valve and line
that will allow operation of the ice maker in cold
temperatures. The part number for the Heater Kit is
3106868.007.

Use only the Dometic 3106868.007 Heat Kit. Any heat
tape not approved by Dometic may melt the water tube
or cause a fire.

3. For a possible alternate method of winterizing, consult
the Owner's and Operator's manual for the recre-
ational vehicle water system.
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