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SPECIFICATIONS

MODEL NO.

630015.303

Nominal Capacity (BTU/HR)

Cooling=13,500/Heating=13,500

Electrical Rating

115 VAC, 60 Hz., 1 ph.

Compressor Rated Load Amps

124

Fan Motor Rated Load Amps 3.1

Compressor Locked Rotor Amps 60.0

Fan Motor Locked Rotor Amps 8.8

Power, Cooling (KW) 1.8

SCFM-High Speed Max./Min. 335/250

Total Static - Min./Max. .10/ .65"W.C.

Refrigerant (R22) Oz. 245

Minimum Wire Size * 12 AWG Copper Up to 24 ft.

Circuit Protection 20 Amp Time Delay Fuse or
HACR Circuit Breaker

Installed Weight (Pounds) 106

Minimum Generator 1 Unit 3.5KW

Size ** 2 Units | 5.0 KW

For distances over 24 ft. consult the National Electrical Code.

The Dometic Corporation gives GENERAL guidelines for
generator requirements. These guidelines come from experiences
people have had in actual applications. When sizing the generator,

the total power usage of your recreational vehicle must be considered. Also

keep in mind generators lose power at high altitudes and from lack of

maintenance.

CUSTOMER OPTIONS - Required

Index # Description 630015.303
1 Thermostat, cool 3106995.040
2 Asm., complete 3106615.002
3 Asm., complete 3106615.010
4 Cover kit 3105007.003
5 Cover kit 3105007.011
6 Cover kit 3105007.029
7 Cover kit, Quick Cool 3105935.005
8 Cover kit, Quick Cool 3105935.013
9 Cover kit, bolt 3107180.006
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ROOF MOUNTED ASSEMBLY

30,31,35

27

24,45,65



ROOF-TOP HEAT PUMP MODEL S 630015.303

NOTE1:

NOTE2: Not used on Models with suffix ending in (D)

Description
Decal, (1) each side (2 req.) See NOTE 2
Shroud, less decals
Evap. cover asm. with insulation
Decal, Heat Pump
Compressor Asm. (Sanyo 80609042)
Cover, terminal
Gasket, terminal
Overload
Nut, flange
Valve, Rev. Weldment
Grommet mtg. plate (4 req.)
Washer, flat (4 req.)
Grommet, compressor (4 req.)
Sleeve, compressor (4 req.)
Plate, compressor mtg.
Bulkhead, compressor
Capillary tubes (2 req.)
Bushing, snap-in
Changeover t-stat, ht. pump
Plate, close-off
Screw, shroud (4 req.)
Insulation, evap. bulkhead
Plate, evap. close-off
[Split and use (1) each side]
Blower housing
Wheel, evaporator (plastic)
Connector, conduit
Coil, evaporator
Bracket, front
Standoff, PC Board (8 req.)
Gasket, mounting 14 x 14 (not shown)
Base pan
Nut, flange motor (4 req.)
Box, junction
Sleeving, fiberglass
Foam block (2 req.) (not shown)
Bulkhead, elec. box
Relief, strain
Cover, elec. box
Decal, field wiring
Board, main
Nut, flange comp. (4 req.)
Panel, capacitor
Capacitor, fan/run
PTCR device
Insulation, housing bottom (not shown)
Capacitor, start
Gasket 10" x 1.5"
Gasket 16" x 1.5" (not shown) (2 req.)
Bulkhead, evaporator
Blower scroll
Blower, side/rear
Foam tape, 1-1/4" x 3/4" x 69"
Grommet, motor (4 req.)
Bracket, motor (2 req.)
Motor, fan
Coil, condenser
Blower, side/front
Wheel, blower (condenser)
Strain relief
Spacer, motor mnt. (4 req.)
Strap, capacitor
Foam tape, 1-1/4" x 1-1/4" x 35"
Solenoid coil
Sleeve, comp. mount (4 req.)
Kit, Insulation
Plate Adapter
Support, PC board (3 req.)
Sleeving, Fiberglass
Screw, M1/2-20 x .75" (4 req.)
Connector Assembly (4 pos., 32")
Connector Assembly (6 pos., 32")

Models ending in .303
Models ending in .303C
Models ending in .303D

5

630015.303
3102888.009
See NOTE 1
3102514.803
3106381.001
3102984.006
3102321.001
3102320.003
3100250.228
306342.005
3106042.009
3102324.005
309513.015
3100238.181
3100239.072
3102590.035
3102511.049
3100245.392
301028.037
3105506.004
3106143.013
313685.001
3107629.002

3102512.021
3100300.007
3100385.008
302994.015

3105970.002
3105495.000
3101624.017
3100247.000
3103179.010
306342.003

3101316.036
318087.009

3100587.009
3102532.029
302994.017

3102510.009
3108871.009
3106996.030
306342.002

3104412.006
3100248.453
3100876.006
3100294.002
3100236.219
3100286.032
3100286.016
3100254.055
3100260.003
3100261.001
3102669.052
3100230.022
3106187.002
3108706.924
3106041.001
3100259.005
3100386.006
302994.011

308046.002

317188.000

3102669.029
3105504.009
3100239.098
3108706.783
3107965.000
3101623.019
3100394.224
312110.024

3107747.010
3107749.024

3107746.004
3107746.012
3107746.020

Shell White
Polar White
Light Gray
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630015.303 Wiring Diagram
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IF THIS PRODUCT IS USED TO REPLACE A DEVICE
CONTAINING MERCURY, THE PURCHASER OR
CONSUMER MUST ENSURE THAT THE MERCURY IS HI-FAN BLUE
PROPERLY MANAGED TO COMPLY WITH STATE OR ———
FEDERAL REGULATIONS. GND  BLK OR GREEN*
THE MERCURY MUST NOT BECOME PART OF SOLID o
WASTE OR WASTED WATER. ADDITIONAL GUIDANCE FAN ORANGE OR TAN*
MAY BE OBTAINED FROM THE MANUFACTURER OF THE
PRODUCT BEING REMOVED OR BY CALLING THE
MATERIAL MANAGER. cooL YELLOW
(OUTSIDETN)  1-800-251-7828 . o
(INSIDETN) ~ 1-615-538-8191 HP/HS VIOLET OR ORANGE >
FURNACE WHITE g
©
* ALTERNATE WIRE COLOR CODE FOR THERMOSTAT V75 RED OR RED/WHITE* 2
1265




