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RECORD THIS UNIT INFORMATION FOR 
FUTURE REFERENCE:
Model Number
Date Purchased

SERVICE OFFICE:

USA
Dometic, LLC
2320 Industrial Pkwy
Elkhart, IN 46516
574-294-2511

CANADA
Dometic, LLC
46 Zatonski, Unit 3
Brantford, ON N3T 5L8
CANADA
519-720-9578

For Service Center
Assistance Call:
800-544-4881

OPERATING INSTRUCTIONS
MDHDOM1368XXXX
MDHDOM1369XXXX
MDHDOM1370XXXX  

Form No.  3312721.016
(Replaces  3312721.000)
Issued  2012-01
©Dometic, LLC
LaGrange, IN 46761

This manual must be read and 
understood before installation, 
adjustment, service, or mainte-
nance is performed. This unit must 
be installed by a qualified service 
technician. Modification of this 
product can be extremely hazard-
ous and could result in personal 
injury or property damage.

AVERTISSEMENT!
Lire et comprendre ce manuel avant 
de procéder à l’installation, à des ré-
glages, de l’entretien ou des répara-
tions. L’installation de cet appareil doit 
être effectuée par un réparateur quali-
fié. Toute modification de cet appareil 
peut être extrêmement dangereuse et 
entraîner des blessures ou dommages 
matériels.

MIDI HEKI SKYLIGHTS
MDHDOM1368XXXX	 (WITH OPERATING BAR)
MDHDOM1369XXXX	 (WITH CRANK)
MDHDOM1370XXXX	 (ELECTRIC)



 1   

 

 

 

 

Operating Instructions of the Midi-Heki roof light with operating bar / with crank / electrical version 
 

 

 

 

 

 

 

 

 

 

 

 

Version with operating bar: 
 

Opening the dome: 
 

 

 

 

 

 

 

 

 

 

 

 

Closing the dome: 
(Drive and rest position) 

 

 

 

 

 

 

 

 

 

 

 

Version with crank:  
 

Opening the dome:      Closing the dome: 

 

 

 

 

 

 

 

 

 

 

 

Electrical version: 

 

 

Opening the dome:        Closing the dome: 

 

 

 

 

 

 

Intermediate position of the 

dome: 

 

By pushing the bar into the 

marked rest position    , two 

extra opening angles, apart 

from the one in which the 

dome is fully opened, can 

be chosen.  

 

 
 

 

Push the bar with both hands on the right and  

the left side in such a way that the hook bolt 

(1) the dome on the left and the right side and 

the bar lies on the push button (2). 

Check if the dome is locked.  

 

 

 

 

Turn the crank only  

until a resistance is 

noticeable during 

opening. 

 

 

Push the button so long that the 

desired position is reached or 

the electrical motor switches 

off.  

Turn the crank only until a resistance is 

noticeable during closing. 

Before throwing the crank a slight tension has to 

occur. Check the locking by lifting up the dome 

with the hand. 

 

Push the button so long that the electrical motor 

switches off by itself. 

Check the locking by lifting up the dome with the 

hand. 
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Opening/closing the blind and fly net: 
              

Pull the end rod from the recessed part and push it in a position you desire.     

(Both systems are adjustable in any positions and can be used independently from each other.)        

 

 

 

 

 

 

 

 

 

 

 

 

 

Emergency crank set for electrical version : 

The emergency crank set consists of 2 screw driver which are used for removing cover caps and covers. 

- Leverage the cover caps carefully by the small screw driver  

- Remove the screws with the phillips screw driver  

- Insert the emergency crank (2), push the electrical motor unlock (1) and close the dome by using the emergency crank.  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Safety Instructions: 

- Repairs should be carried out only by trained personnel. 

- Inform an approved dealer in case of defects and malfunctions. 

- Before starting off, check the roof light for damage in the dome (tension cracks) and the opening mechanism which could arise 

owing to, for example, branches and other natural causes.  

- Do not step on the dome. 

- Do not leave the vehicle without closing the roof light (danger of burglary, water penetration and wind). 

- Do not open in strong wind, rain or snowfall. 

- Before opening, remove snow, ice, dirt etc. from the dome. 

- Malfunctions are to be repaired by an approved dealer at once. 

- Do not use caustic detergents (danger of tension cracks in the dome). 

- Before setting off close the dome and check the locking mechanism. 

- Avoid high speed (maximum speed recommended is 130km/h) 

- Do not close the blind more than 2/3 during the day (danger of heat accumulation). 

- Before starting off open the blind. 

- The function of the ventilation (optional) is only ensured if the gap between vehicle roof and dome is free of snow and dirt 

- The protection foil on the dome is not weatherproof and has to be removed after installation. 

 

 

 

 

 

Care instructions: 

- Clean the dome with the Seitz acrylic cleaner. 

- Opaque spots and light scratches on the dome can be removed with the Seitz Acrylic Polish and the Seitz Special Polishing cloth. 

- Use talcum powder regularly (4 times yearly) to care for the rubber seals. 

- Clean the blinds only with water and mild soap suds or a vacuum cleaner. 

The guarantee becomes null and void if the care and safety instructions are not followed. 
 

  

 

 


