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RECORD THIS UNIT INFORMATION FOR 
FUTURE REFERENCE:
Model Number
Date Purchased

SERVICE OFFICE:

USA
Dometic, LLC
2320 Industrial Pkwy
Elkhart, IN 46516
574-294-2511

CANADA
Dometic, LLC
46 Zatonski, Unit 3
Brantford, ON N3T 5L8
CANADA
519-720-9578

For Service Center
Assistance Call:
800-544-4881

OPERATING INSTRUCTIONS H2DOM1127XXXX
H2XDOM1335XXXX
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This manual must be read and 
understood before installation, 
adjustment, service, or mainte-
nance is performed. This unit must 
be installed by a qualifi ed service 
technician. Modification of this 
product can be extremely hazard-
ous and could result in personal 
injury or property damage.

Lire et comprendre ce manuel avant 
de procéder à l’installation, à des ré-
glages, de l’entretien ou des répara-
tions. L’installation de cet appareil doit 
être effectuée par un réparateur quali-
fi é. Toute modifi cation de cet appareil 
peut être extrêmement dangereuse et 
entraîner des blessures ou dommages 
matériels.

HEKI 2 SKYLIGHTS
HEKI 2 DELUXE SKYLIGHTS

H2DOM1127XXXX (HEKI 2)
H2XDOM1335XXXX (HEKI 2 DELUXE)



 
Operating, safety and care instructions HEKI 2 / HEKI 2 De Luxe 
 
 

1. Opening in the tilt setting  
 
a) Press the locking buttons at both catches on 
the glass and turn inwards through approx. 90°. 
 
b) Grasp the bar in the middle, unclip from the 
anchoring, swivel the bar down and push the 
glass dome upwards. (Glass dome is assisted 
after approx. 6" [150mm] by the two pneumatic 
springs). 
 
c) Swivel the bar towards the glass dome and 
clip into position. 
 
To dose the glass dome, perform steps (a-c) in   
reverse order. 

 
 
2. Opening in the intermediate setting  
a) Open both catches on the glass (see 1.a). 
 
b) Grasp the bar in the middle, unclip from the 
anchoring, swivel down and rush the glass 
dome upwards. (Glass dome opens automatic- 
ally after approx. 6" [150mm] through the two
pneumatic springs). 
 
c) Open both fasteners and swivel the bar 
toward the intermediate setting and pull the  

          glass dome down until the bar rests in the 
          holder. 
 
          d) Secure the bar with the two fasteners. 
 
          To close HEKI 2 De Luxe, perform steps (a-d) 
           in reverse order. 
 
 
 
 
 
 
 
 
 
 
 

 

beland
2



 
3. Opening in permanent ventilation setting 
a) Open both catches on the glass (see 1.a). 
 
b) Push glass dome up approx. 3/4" [2cm] with 
both hands on the two catches and turn the catches
to fix them in the ventilation setting. 
 
To dose HEKI 2 de Luxe, perform steps (a-b) in 
reverse order.  
 
 
 
 
 
 
 

 
 
4. Closing the blind 
a) To close the blinds, grasp the end rod 
(without grip) in the recess and engage in the 
opposite end rod (with grip). 
 
Caution!! When the sun is shining brightly, the 
blind may only be closed 2/3 and the glass 
dome must be fixed in the “permanent 
ventilation setting”. 
 
b) You can move both joined end rods to adjust 

          the blinds to the required position (black  
          out/fly screen/sun shade). 
 

 
5. Opening the blinds  
a) Move the blind fight out to the side (end rod 
with grip) (see picture). 
 
b) Holding the recess with one hand, press the 
rocker with the other hand and guide the blind 
back into position. 
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Safety instructions: 

- Do not stand on the acrylic glass. 
- Close HEKI 2 / HEKI 2 De Luxe properly before moving the vehicle. 
- Close HEKI 2/ HEKI 2 De Luxe when leaving the vehicle. 
- Please consult your dealer when any defects or problems occur. 
- Remove snow/ice or other dirt from the roof before opening HEKI 2 / HEKI 2 De Luxe. 
- Do not open in strong winds or heavy rain. 

 
Care instructions: 

- Please clean the acrylic panes with the Seitz Acrylic Cleaner. 
- Stains and light scratches on the acrylic pane can be removed using the Seitz Acrylic 

Polish and the Seitz special polishing cloth. 
- Only use water and mild soap suds to clean the blinds. 
- Failure to comply with these instructions makes the guarantee null and void. 
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