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This manual must be read and 
understood before installation, 
adjustment, service, or mainte-
nance is performed. This unit must 
be installed by a qualified service 
technician. Modification of this 
product can be extremely hazard-
ous and could result in personal 
injury or property damage.

Lire et comprendre ce manuel avant de 
procéder à l’installation, à des réglages,  
de l’entretien ou des réparations. 
L’installation de ce produit doit être 
effectuée par un réparateur qualifié. 
Toute modification de ce produit peut 
être extrêmement dangereuse et  
entraîner des blessures ou dommages 
matériels.

AVERTISSEMENT!

9500
CASSETTE

AWNING

Important: These Instructions must 
stay with unit. Owner read carefully.

INSTALLATION
INSTRUCTIONS

MODEL
20008(XX).000(#)
20010(XX).000(#)
20012(XX).000(#)
20013(XX).000(#)
20015(XX).000(#)
20016(XX).000(#)

RECORD THIS INFORMATION FOR FUTURE 
REFERENCE:

Model Number
Serial Number
Date Purchased
Retailer / Qualified Installer
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Required hardware:
8' - 13' Models Only:
(3)	 Mounting Bracket
(12)	 M6 X 50 mm L Carriage Bolt
(12)	 M6 Split Lock Washer
(12)	 M6 Flat Washer
(12)	 M6 Locknut With Nylon Insert
(6)	 8-18 X .38 Self Drilling Flat Head Screw

Additional hardware quantities:
15' - 16' Models only:
(1)	 Mounting Bracket
(4)	 M6 X 50 mm L Carriage Bolt
(4)	 M6 Split Lock Washer
(4)	 M6 Flat Washer
(4)	 M6 Locknut With Nylon Insert
(2)	 8-18 X .38 Self Drilling Flat Head Screw

Required tools:
3 mm	 Hex Key
6 mm	 Hex Key
10 mm	 Socket (and wrench)
Torque Wrench (with 6 mm Hex Key Socket)
PH	 Phillips Head Screwdriver (or bit and drill)

Optional accessories:
3313887.000	 Support Legs

A.	 Application
The cassette awning is ideal for use on RVs that cannot 
accept a full sized awning. It is especially well suited for 
RVs with an over cab extension where there is not sufficient 
surface for a bottom mounting bracket. 
Cassette awnings can be installed by one person with 
brief help from additional personnel. Use the following 
procedure to ensure a properly installed, and properly 
functioning awning.

Dometic, LLC reserves the right to modify appearances 
and specifications without notice.

SAFETY INSTRUCTIONS

This manual has safety information and instruc-
tions to help users eliminate or reduce the risk 
of accidents and injuries.

RECOGNIZE SAFETY INFORMATION

This is the safety alert symbol. It is used to alert 
you to personal injury hazards. Obey all safety 
messages that follow this symbol to avoid pos-
sible injury or death.

UNDERSTAND SIGNAL WORDS

A signal word, when used with the safety alert 
symbol, will identify a safety hazard and its level 
of risk for personal injury. A signal word, without 
the safety alert symbol, will be used for property 
damage messages only.

WARNING indicates a hazard-
ous situation which, if not avoided, could result 
in death or serious injury.

CAUTION, used with the safe-
ty alert symbol, indicates a hazardous situation 
which, if not avoided, could result in minor or 
moderate injury.

NOTICE is used to address 
practices not related to personal injury.

GENERAL INSTRUCTIONS

These instructions must be read and under-
stood before installation of this hardware. 
This hardware must be installed by a Dometic, 
LLC Service Center or a qualified service 
technician. Modification of this product can 
be extremely hazardous and could result in 
personal injury or property damage.

Read and follow all safety information and 
instructions to avoid possible injury or death.
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B.	 Specifications
1.	 Mounting bracket spacing. See FIG. 1.

a.	 8' - 13' models require (3) brackets.
b.	 15' - 16' models require (4) brackets.

2.	 The spacing shown in FIG. 1 must provide a 
mounting bracket behind each shoulder assem-
bly (lateral arm attachment). See FIG. 2.

PROCEDURE
A.	 Install Cassette Awning

1.	 Determine location of awning.
a.	 Avoid location that interferes with entry door 

swing when awning is completely extended.
Note: Awning is factory preset for a 10° fabric slope, but it 
may be adjusted for a 20° slope. Allow for sufficient clear-
ance to accommodate awning pitch (slope).
For a 22" entry door, the approximate clearance should be 
4 1/4" for 10° slope, and 7 7/8" for 20° slope.

b.	 Find a solid structure in RV wall for support of 
mounting brackets (if possible). See FIG. 3.

Note: Solid structure must be as wide as mounting bracket, 
and span from floor to roof of RV.

IMPACT OR CRUSH HAZARD. Make sure a 
mounting bracket is located behind each 
shoulder assembly (lateral arm attachment) 
to provide proper support. Otherwise, the cas-
sette awning may become unstable and could 
bend or collapse. Failure to obey this warning 
could result in death or serious injury.

Make sure entry door will open when awning 
is completely extended.
Make sure the mounting surface is flat and 
vertical. Any tilt in the mounting surface will 
cause tilt in the lead rail. Failure to obey this 
notice could result in property damage.

FIG. 2

15' - 16' Model Shown

Mounting Bracket

Shoulder Assembly

IMPACT OR CRUSH HAZARD. Make sure RV’s 
structure will safely and securely support aw-
ning before installation. Otherwise, the cas-
sette awning may become unstable and could 
bend or collapse. Failure to obey this warning 
could result in death or serious injury.

FIG. 3

Mounting Bracket
RV Wall
(Solid Structure Shown)

8' 10' 12' 13' 15' 16'
A 6 3/8"
B N/A 59"
C 50 5/8" 60 7/8" 69 1/4" 79" 116 3/8"
D 94 3/4" 115 1/4" 132" 151 5/8" 180 1/4" 191"
E 103" 123 1/2" 140 1/4" 159 7/8" 188 1/2" 199 1/4"

FIG. 1

A
B

C

1 3/8"
1 3/8"

Back View

Right

Left

D
E

6 3/8"

4"
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5.	 With a mechanical lift, or the help of additional 
personnel, lift and hook the cassette awning onto 
the mounting brackets. See FIG. 6.

IMPACT OR CRUSH HAZARD. Do not over-
tighten fasteners. This will cause them to 
“strip out” and weaken their ability to hold 
a load, which could cause the awning to 
collapse. Failure to obey this warning could 
result in death or serious injury.

2.	 Using a mounting bracket as a template, mark the 
bracket’s position and hole locations. See FIG. 3.

4.	 Install mounting brackets with provided carriage 
bolts, locknuts, and washers. Tighten to 35 ±5 in-
lb torque. See FIG. 3.

Note: If solid structure is not present, use backing plate 
and sleeves. See FIG. 4.
Alternate fasteners may be used only if size and strength 
requirements are met for the safe installation and opera-
tion of this awning. Bolt head must be no taller than 1/8".

LIFTING HAZARD. Use proper lifting tech-
nique and control when lifting awning. Failure 
to obey this caution could result in muscle 
strain, back injury, or property damage.

3.	 Pre-drill 1/2" clearance holes for sleeves, or 1/4" 
clearance holes for M6 carriage bolts on the 
marked locations. See FIG. 3.

Mounting brackets must be installed on a flat 
surface, be in-line with each other, and level 
to ensure proper function and appearance.

FIG. 6

Mounting Bracket

Sleeves (Optional 
-Installer Cut To Length)

RV Wall
(Structure Not Shown)

Cassette Awning

Backing Plate
(Optional)

Important: For installations without sufficient struc-
tural support, a backing plate and sleeves (available 
from Dometic, LLC) will be needed inside RV wall. This 
will help strengthen awning support. See FIG. 4.
Note: 0.405" O.D. sleeves and M6 carriage bolts will need 
to be cut to appropriate length to fit RV wall. Repair threads 
(at cut) on carriage bolts. See FIG. 5.

Before drilling, make sure there are no ob-
stacles inside RV wall (cables, wires, gas 
pipes, etc.).

To help prevent water leakage, always use 
sealant where fasteners enter RV’s side wall 
or roof.

FIG. 5 RV Wall 
Thickness (-) 1/16"

(Cut Line)

(+) 9/16"
(Cut Line)

Carriage 
Bolt

Sleeve 
(Optional)

FIG. 4 RV Wall
(Structure Not Shown)

Sleeves (Optional
-Installer Cut To Length)

Mounting 
Bracket

Backing Plate 
(Optional)

Carriage Bolts (Provided
-Installer Cut To Length)
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6.	 Ensure awning is securely hooked onto mounting 
brackets, and carefully extend approximately 1'. 
Verify awning’s back rail is fully contacting mount-
ing bracket’s vertical surface. See FIG. 7.

7.	 Place and tighten the self drilling screws through 
mounting bracket and into cassette awning’s 
back rail. See FIG. 8.

IMPACT OR CRUSH HAZARD. Make sure aw-
ning is securely mounted, and hooked onto 
all mounting brackets. Failure to obey this 
warning could cause awning to dislodge and 
fall, and could result in death or serious injury.

FIG. 7

Back Rail
Mounting 
Bracket

No Gap
FIG. 9

10° Slope
(Factory Preset)

Follow this procedure to adjust slope:
1.	 Extend awning far enough to access shoulder 

(approximately 1'), then wrap duct tape securely 
around all lateral arm assemblies near shoulder 
and wrist. See FIG. 10.

FIG. 10

Lateral Arm Assembly

Duct Tape

1'Near Shoulder 
Assembly

Near Wrist Assembly

B.	 Adjust Fabric Slope (If Desired)

Any adjustment of this hardware must be 
done by a Dometic, LLC Service Center or a 
qualified service technician only. Improper 
adjustment of this product can be extremely 
hazardous and could result in personal injury 
or property damage.

The cassette awning is factory preset for a 10° fabric slope 
to help accommodate water runoff. Alternatively, the awning 
may be set for a 20° fabric slope if there is adequate door 
clearance, etc. See FIG. 9.

IMPACT OR CRUSH HAZARD. Do not operate 
or leave awning unattended until it is securely 
fastened to all mounting brackets. Failure to 
obey this warning could cause the awning to 
collapse, and could result in death or serious 
injury.

FIG. 8

Self Drilling 
Screw

Backing 
Plate 
(Optional)

Cassette 
Awning

Mounting 
Bracket

Back Rail

Sleeves 
(Optional 
-Installer Cut 
To Length)
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3.	 Lower the lateral arm assembly until the shoul-
der’s keys engage the shoulder base’s grooves 
at positions (1) and (3). See FIG. 12.

PINCH POINT HAZARD. Keep clear of pivot 
area when raising or lowering lateral arm 
assembly. Failure to obey this caution could 
result in injury.

2.	 Loosen the (3) cap screws (3.5 turns maximum) 
clamping the shoulder to the shoulder base on (1) 
lateral arm assembly only. See FIG. 11.

IMPACT OR CRUSH HAZARD. Make sure lat-
eral arm assemblies are taped and supported 
securely with lead rail before loosening fas-
teners. Otherwise, the lead rail and lateral arm 
assemblies could shift or drop quickly and 
unexpectedly. Failure to obey this warning 
could result in death or serious injury.

FIG. 12

4
3

2
1

Shoulder’s 
Keys

Shoulder Base

FIG. 11 Shoulder Base

Shoulder
Lateral Arm 
Assembly

Cap Screws

C.	 Readjust Lateral Arm Assemblies (If  
Required)

After fabric slope adjustment, verify that cassette awning 
will close without interference. If awning will not close 
properly, or if lateral arm assembly’s elbow will not clear 
back rail, it will need readjustment. See FIG. 13.
Note: The lateral arm assembly’s elbow should just clear 
(slightly above) lower lip of back rail without rubbing. Ad-
justing too high may interfere with top, or cause rubbing 
on awning fabric.

4.	 Tighten cap screws to 140 in-lb torque to re-clamp 
the shoulder to the shoulder base. See FIG. 11.

5.	 Repeat steps (2) through (4) for each lateral arm 
assembly. Remove tape when done.

FIG. 13

Elbow Clearance

Lateral Arm 
Assembly

Top

Back Rail

Do not allow lateral arm assemblies to rub 
against lower lip of back rail when closing, 
or against awning fabric when in fully opened 
position. Failure to obey this notice could 
result in property damage.
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Follow this procedure to readjust lateral arm assembly 
clearance:

1.	 Extend awning far enough to access shoulder 
base (approximately 1'). See FIG. 14.

2.	 Slightly loosen the (2) cap screws (per lateral 
arm assembly) clamping the shoulder base to the 
shoulder bracket. See FIG. 14 and 15.

Important: Loosen cap screws just enough to re-
lieve clamping pressure on components. Do not back 
screws out any farther.

FIG. 14

Shoulder Base

Shoulder 
Bracket

Cap Screws

Adjustment Screw

FIG. 15

Shoulder 
Base

Shoulder 
Bracket

Cap Screws

Adjustment 
Screw

IMPACT OR CRUSH HAZARD. Do not com-
pletely remove fasteners, or loosen them so 
far that shoulder base will disengage from 
shoulder bracket. The lead rail and lateral 
arm assemblies could drop quickly and un-
expectedly, or lateral arm assemblies could 
extend to the side, beyond awning perimeter 
quickly and unexpectedly. Failure to obey this 
warning could result in death, serious injury, 
or property damage.

3.	 Readjust lateral arm assembly’s closing height. 
See FIG. 14 and 15.
a.	 Turn adjustment screw in shoulder base IN to 

raise or OUT to lower lateral arm assembly.
Note: This will also affect the lead rail height. See “Realign 
Lead Rail” section to adjust lead rail alignment.

b.	 Retract awning until lateral arm assembly’s 
elbow meets top and back rail to check for 
clearance.

c.	 Extend awning far enough to access shoul-
der base.

d.	 Repeat steps (a) through (c) as necessary.
e.	 When you reach appropriate clearance, tight-

en the (2) cap screws to 140 in-lb torque (per 
lateral arm assembly) to clamp the shoulder 
base to the shoulder bracket.
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D.	 Realign Lead Rail (If Required)
After fabric slope and lateral arm assembly adjustments, 
the lead rail may need realignment with top and end caps. 
See FIG. 16.

1.	 Check alignment of lead rail against top and end 
caps.

2.	 Extend awning far enough to access adjustment 
screw in wrist pivot (approximately 6").

3.	 Tilt lead rail, by turning adjustment screw in wrist 
pivot (for each lateral arm assembly), until align-
ment appears correct.
a.	 Turn clockwise to tilt lead rail forward.
b.	 Turn counter-clockwise to tilt lead rail back.

4.	 Retract awning again to check alignment of lead 
rail against top and end caps.

5.	 Repeat steps (2) through (4) as necessary.

FIG. 16

Lead Rail

Wrist Pivot
Lateral Arm 
Assembly

Top

Adjustment 
Screw

RH End 
Cap

Wrist Bracket

E.	 Secure Awning For Travel 
1.	 Operate awning according to the Operating In-

structions to verify all parts are functioning prop-
erly.

2.	 Secure awning for travel. (See “Close Awning” in 
Operating Instructions.)
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