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SPECIFICATIONS

Model information
Part Number	D escription
313720012	 Do Not Flush panel, 12 VDC
313720024	 Do Not Flush panel, 24 VDC

Average current consumption for  
12 or 24 VDC models: 
0.016 amps

FEATURES
•	 A desirable accessory for VacuFlush sanitation systems.
•	 Red light indicates that the vacuum pump is running or, if connected to a TankWatch 4 level indicator with 

shut-down relay, denotes that the holding tank is full.
•	 Brushed metallic-look panel complements bath decor.

INSTALLATION INSTRUCTIONS
1.	 Choose an appropriate location for the Do Not Flush panel.
2.	 Using the Mounting Template, drill a 1-inch (25.4mm) dia. hole as indicated.
3.	 Route the wiring according to the Wiring Diagram. Use approved connectors for attaching all wires. If 

only one input for the Do Not Flush light is needed, either tie both the red and blue wires together, or 
isolate one wire with an approved wire nut or equivalent.

4.	 Once the wiring is complete, mount the panel with the two mounting screws.

WIRING DIAGRAM 
Do Not Flush Panel Only

Panel material: 
Brushed platinum polyester
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WIRING DIAGRAMS 
Do Not Flush Panel with Shut-down Relay

Do Not Flush Panel with TankWatch® 4 Control Panel and Shut-down Relay


