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-GRAB ON FOOT KIT
FAGO001

INSTALL TIME: 15 Mins

REV_A00

-MOUNT GRAB ON FOOT TO RAck or load Bar

You will need:
a 10 & 13 mm Flat Wrench

Secure Rack or loads Bar to vehicle

( ) A Insert two M8 x 30 Hex Bolts (Item 6) into each
of the required slats or Load Bars using the
Machined Slot as indicated by the arrow.

Place the a Plastic Spacer, Stationary Clamp
and Sliding Clamp over the Hex Bolts and
loosely fasten using the M8 Flat Washers and
Nyloc Nuts (Items 1, 2, 3, 4, 5 ). The assembly
should still be able to slide if pushed.

Item # Quantity Description
1 4 M8 NYLOC NUT
2 4 M8 FLAT WASHER
3 2 SLIDING CLAMP
4 2 STATIONARY CLAMP
5 2 PLASTIC SPACER
6 4 M8 x 30 HEX BOLT

( ) A Place the Rack or Load Bars over the vehicle
roof rails. Push each Grab-on Foot assembly
against the outside of the vehicle's roof rail
as shown. Hand tighten the M6 x 40 Hex
Bolts to the Grab-on Foot assemblies,
pushing the Sliding Clamp against the inside
of the vehicle's roof rail. Center the Rack
form left to right. Tighten each of the M6 x
40 Hex Bolts. Tighten all of the M8 Nyloc
Nuts from Step 1.

Please note the Rack assembly and vehicle's
roof rail is shown in the upside down
position for illustrative purposes.


